


Easy to install and remove!

99784 Pro Pliers

Tile Leveling System should be used with a minimum 3/8" depth
trowel notch to apply the setting material. Back buttering your tile is always recommended.

• Ensure wedges are set properly
in the leveling clips every time
(one to two clicks)

• Can also be used with the Original 
LASH® Tile Leveling System and 
most Tile Leveling Systems
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Professional Tools for Professional Results

100/Bag (8/case)
300/Box
500/Box
1000/Box
2000/Box

100/Bag (8/case)
300/Box
500/Box
1000/Box
2000/Box

Type Quantity

100/Bag (8/case)
500/Box
2000/Box

100/Bag (8/case)
300/Box
500/Box
1000/Box

99769
99869
99773
99873
99778

99761
99861
99772
99872
99777

99763
99774
99779

Item # QuantityItem #

99762
99862
99775
99874

99751
99971
99771
99871
99776

100/Bag (8/case)
300/Box
500/Box
1000/Box
2000/Box

Insert Clip approximately 
2" from each end

of the tile

Clean excess thinset 
along tile edge

Secure wedge into clips 
to level, align space and 

hold the tiles

Once the mortar sets, 
break-off in direction
of grout line within

24 hours

1/32"

1/16"
3/16"

1/8"

Type

Wedges

PERFORMANCE
Stop pin allows for
proper pressure

2 3 41


